WetLossConv BelO (Jul2019)

GCC _13.2.0-TransportTracers (Ref) GCC _13.2.0-TransportTracers-LuoWetdep (Dev)
4.0x5.0 4.0x5.0

kg s-1 . 1e—-13 . kg s-1 - le—.13
Difference Difference
Dev - Ref, Dynamic Range Dev - Ref, Restricted Range [5%,95%]

-1 0 1
kg s-1 le—-13 kg s-1 le—-14
Ratio Ratio
Dev/Ref, Dynamic Range Dev/Ref, Fixed Range

0.50 0.7 1.00 1.50 2.00
unitless unitless




WetLossConv BelOStrat (Jul2019)

GCC _13.2.0-TransportTracers (Ref) GCC _13.2.0-TransportTracers-LuoWetdep (Dev)
4.0x5.0 4.0x5.0

0.0 0.4 0.8 1.2 0.0 0.4 0.8 1.2

kg s-1 le—-13 kg s-1 le-13
Difference Difference
Dev - Ref, Dynamic Range Dev - Ref, Restricted Range [5%,95%]

-6 0 6 -1.5 0.0 1.5
kg s-1 le—-14 kg s-1 le—-14
Ratio Ratio
Dev/Ref, Dynamic Range Dev/Ref, Fixed Range

0.50 0.7 1.00 1.50 2.00
unitless unitless




WetLossConv_Be7 (Jul2019)

GCC _13.2.0-TransportTracers (Ref) GCC _13.2.0-TransportTracers-LuoWetdep (Dev)
4.0x5.0 4.0x5.0

kg s-1 le—14 kg s-1 le-14
Difference Difference
Dev - Ref, Dynamic Range Dev - Ref, Restricted Range [5%,95%]

-2 0 2 -3 0 3
kg s-1 le—-14 kg s-1 le—-15
Ratio Ratio
Dev/Ref, Dynamic Range Dev/Ref, Fixed Range

0.75 1.00 1.2 1.50 0.50 0.7 1.00
unitless unitless




WetLossConv_Be7/Strat (Jul2019)

GCC _13.2.0-TransportTracers (Ref)
4.0x5.0

0.0 0.4 0.8 1.2
kg s-1 le—-14

Difference
Dev - Ref, Dynamic Range

-5 0 5
kg s-1 le—-15

Ratio
Dev/Ref, Dynamic Range

unitless

GCC _13.2.0-TransportTracers-LuoWetdep (Dev)
4.0x5.0

0.0 0.4 0.8 1.2
kg s-1 le—-14

Difference
Dev - Ref, Restricted Range [5%,95%]

kg s-1 le—-15

Ratio
Dev/Ref, Fixed Range

0.50 0.7 1.00 1.50 2.00
unitless



WetLossConv Pb210 (Jul2019)

GCC _13.2.0-TransportTracers (Ref)

GCC _13.2.0-TransportTracers-LuoWetdep (Dev)
4.0x5.0

4.0x5.0

kg s-1 le-11

Difference
Dev - Ref, Dynamic Range

kg s-1

Ratio
Dev/Ref, Dynamic Range

1.00 1.04

0.96
unitless

kg s-1 le—-11

Difference
Dev - Ref, Restricted Range [5%,95%]

-

o e <=

0 8

kg s-1

Ratio
Dev/Ref, Fixed Range

1.00
unitless




WetLossConv Pb210Strat (Jul2019)

GCC _13.2.0-TransportTracers (Ref) GCC _13.2.0-TransportTracers-LuoWetdep (Dev)
4.0x5.0 4.0x5.0

kg s-1 le—14 kg s-1 le-14
Difference Difference
Dev - Ref, Dynamic Range Dev - Ref, Restricted Range [5%,95%]

-2.5 0.0 2.5

kg s-1 le—-14 kg s-1 le—-15
Ratio Ratio
Dev/Ref, Dynamic Range Dev/Ref, Fixed Range

0.50 0.7 1.00 1.50 2.00
unitless unitless
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