
GCC_14.0.0 (Ref)
4.0x5.0

GCC_14.2.0 (Dev)
4.0x5.0

Difference
Dev - Ref, Dynamic Range

Difference
Dev - Ref, Restricted Range [5%,95%]

Ratio 
Dev/Ref, Dynamic Range

Ratio 
Dev/Ref, Fixed Range

0.0 0.4 0.8 1.2
kg s-1 1e 12

0.0 0.4 0.8 1.2
kg s-1 1e 12

1 0 1
kg s-1 1e 17

2.5 0.0 2.5
kg s-1 1e 18

0.9995091 0.9997545 1.0000000 1.0002456 1.0004911
unitless

0.50 0.75 1.00 1.50 2.00
unitless

WetLossLS_Be10 (Jul2019)



GCC_14.0.0 (Ref)
4.0x5.0

GCC_14.2.0 (Dev)
4.0x5.0

Difference
Dev - Ref, Dynamic Range

Difference
Dev - Ref, Restricted Range [5%,95%]

Ratio 
Dev/Ref, Dynamic Range

Ratio 
Dev/Ref, Fixed Range

0.0 1.5 3.0
kg s-1 1e 13

0.0 1.5 3.0
kg s-1 1e 13

8 0 8
kg s-1 1e 20

1.5 0.0 1.5
kg s-1 1e 20

0.99997532 0.99998766 1.00000000 1.00001234 1.00002468
unitless

0.50 0.75 1.00 1.50 2.00
unitless

WetLossLS_Be7 (Jul2019)



GCC_14.0.0 (Ref)
4.0x5.0

GCC_14.2.0 (Dev)
4.0x5.0

Difference
Dev - Ref, Dynamic Range

Difference
Dev - Ref, Restricted Range [5%,95%]

Ratio 
Dev/Ref, Dynamic Range

Ratio 
Dev/Ref, Fixed Range

0.0 2.5 5.0 7.5
kg s-1 1e 11

0.0 2.5 5.0 7.5
kg s-1 1e 11

1.5 0.0 1.5
kg s-1 1e 16

2 0 2
kg s-1 1e 17

0.9995262 0.9997631 1.0000000 1.0002370 1.0004740
unitless

0.50 0.75 1.00 1.50 2.00
unitless

WetLossLS_Pb210 (Jul2019)
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